Aftermarket GM Style Column-Mounted Ignition Switch Connection to Stock Mopar Dash Harness 9 2973 89 2 


LOOKING INTO THE 
TERMINAL END OF THE 


(OE Mopar Dash Harness) CONNECTORS 


B A 
Cut this original ignition swich connector off of your 


stock dash harness assembly, crimp terminals C or AAW AAW AAW 
D onto the wires, then plug them into connector B Wire Color Wire color Wire Printing Wire Function (AAW 510941 Adapter) 
as shown above. 
NOTE: The 2 additional red wires in the stock Red Red 12V Battery 12V Battery In 
column plug are for the factory key buzzer and will Dk Blue Pink Ignition Feed Ignition Output 1 
not be used in this application. The orange wire was Black Brown (thick) ignition Sw Accy Accessory Output 
for the shifter quadrant lamp which the aftermarket Yellow Yellow (None) Start / Crank 


column:doesinot support, Brown Brown (thin) (None) Ignition Output 2 
Orange (column N/A 
shift auto trans only) 
2 Reds, not used N/A 


Aftermarket GM Style Column-Mounted Ignition Switch Connection to Classic Update Dash Harness . 
American 
Autowire 


www.americanautowire.com 856-933-0801 


(AAW Ignition Switch Connection 
at the Dash Harness) 


GM Column Mounted 


AAW AAW AAW AAW Column Adapter (51 0941 Adapter) Ig n ition Switch to 


Wire color Wire Printing Wire Function Wire Color 

Red 12V Battery 12V Battery In Red Mopar Dash Adapter 
Pink Ignition Feed Ignition Output 1 Pink 

Brown (double) ignition Sw Accy Accessory Output Brown (heavy) 


Yellow (None) Start / Crank Yellow 
Brown (thin) (None) Ignition Output 2 Brown (thin) D 1 0 o 4 1 
Gray Dash Lights Column Shift N/A 


Indicator Light 
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